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SIDE
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FINISHED
FLOOR

4" CONCRETE SLAB

14'-4"

B.O. FLOOR
TRUSSES

16'-4"

T.O. FLOOR
TRUSSES

8" BLOCK

22 GA "B DECK"
PANELS

2 - #4 REINF @ EA CORE UNDER
TRUSS, 1 - #4 REINF WITH  MIN 24"
HOOK FOR LAP SPLICE EMBEDDED
IN CONC FLOOR. 1 - #4 REINF
CORNER BAR WITH MIN 24" LAP
SPLICE IN EACH CELL @ 12" O.C.

ENSURE A MINIMUM OF 24" OF
LAP SPLICE OF VERTICAL REINF

#4 VERTICAL REINF IN
EACH CELL @ 12" O.C.

4" POURED
CONCRETE
FLOOR

MODIFY COURSE OF
BLOCK TO PLACE
STEEL TRUSSES

CUT AND REMOVE
THIS PORTION OF
BLOCK

8
"

B DECK
END VIEW

3X8 DIMENSIONAL
LUMBER LEDGER

8'-1 1/2"

T.O. PLATE

ENGINEERED JACK
TRUSSES @ 24" O.C.

3X8 DIMENSIONAL
LUMBER LEDGER

SIMPSON LUS 24 TRUSS
HANGER OR EQUIVALENT

3
12

NOTCH ICCF @ T.O. TRUSS HEIGHT TO
PLACE  SIMPSON PA18
OR EQUIVALENT ANCHOR MIN 48" O.C.

3X12 DF LEDGER OR PER DESIGN PER PLAN

MIN 2X6 STRONGBACK, CONTINUOUS, ON EDGE,
PERPENDICULAR TO TRUSSES AT MIN 10' O.C.,
PLACE STRONGBACK ON OR AS CLOSE TO
BOTTOM CHORD AS POSSIBLE

3-16d NAILS AT EACH TRUSS

DOUBLE TOP CHORD BEARING OPEN
WEB FLOOR TRUSS @ MAXIMUM 16"
O.C. OR PER DESIGN PLAN

6" DIA HOLES CUT IN BLOCK ALIGNED
W/ VERT OR HORIZ CORES

MIN 3/4" T&G PLYWOOD

3/4"  DIA AB (MIN), WITH MAX
SPACING 0F 12" WITH
MINIMUM EMBEDMENT OF 4"
FROM INTERIOR SIDE OF
INSULATED CONCRETE FORM
OR PER DESIGN PLAN

T.O. FLOOR

SINGLE BOLT LEDGER
ANCHOR BOLT / 24" O.C.

LEDGER CAN BE PLACED
VERTICALLY AT ANY PLAN
HEIGHT WHEN ANCHOR
BOLTS ARE ALIGNED WITH
VERTICAL CONCRETE
CORES AND NEED NOT
ALIGN WITH HORIZONTAL
CORES AS DEPICTED
MINIMUM BOLT
HOLE DISTANCE
FROM ANY EDGE OF
LEDGER IS  2-1/2"

VERT AND HORIZ
REBAR PLACED PER
WALL SCHEDULE

VERT AND HORIZ
REBAR PLACED PER
WALL SCHEDULE

3X8  LEDGER BD
WITH 5/8" DIA X 8"
AB @ 24" O.C., MIN
4" EMBEDMENT OR
PER DESIGN PLAN

CUT 5-6" DIA HOLE @
24" O.C. ALIGNED WITH
A VERTICAL CORE
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2X12 LEDGER  PARALLEL TO TRUSSES

MIN 2X6 STRONGBACK, CONTINUOUS, ON
EDGE, PERPENDICULAR TO TRUSSES AT 10' O.C.,
PLACE STRONGBACK ON BOTTOM CHORD

3-16d NAILS AT EACH TRUSS

BOUNDARY NAIL

OPEN WEB FLOOR TRUSSES
PARALLEL TO WALL,  16" O.C.
SPACING OR PER DESIGN PLAN

5/8"  DIA AB (MIN), WITH MAX
SPACING 0F 6 FEET WITH MINIMUM
EMBEDMENT OF 4" FROM INTERIOR
SIDE OF INSULATED CONCRETE FORM

2X4 NAILER AT END OF STRONGBACK
SECURED WITH 2-16d NAILS AT EA
STRONGBACK, ADD ADDITIONAL
SUPPORT 2X 'S @ MIN 48" O.C.
SPANNING A MIN OF TWO TRUSSES

FINISHED FLOOR

T.O 2X FLOOR LEDGER

MIN 2X6 STRONGBACK, CONTINUOUS, ON
EDGE, PERPENDICULAR TO TRUSSES AT 10' O.C.,
PLACE STRONGBACK ON BOTTOM CHORD

3-16d NAILS AT EACH TRUSS

BOUNDARY NAIL

OPEN WEB FLOOR TRUSSES
PARALLEL TO WALL,  16" O.C.
SPACING OR PER DESIGN PLAN

FINISHED FLOOR

AN ALTERNATIVE TO A PARALLEL LEDGER FOR FLOOR SHEATHING NAILER (ABOVE)

BUTT AN ADDITIONAL TRUSS, PARALLEL
TO WALL, FOR SHEATHING SUPPORT IN
LIEU OF NAILER LEDGER INSTALLATION

FLOOR TRUSSES

16" O.C.

SECTION ELEVATION

2X FLOOR TRUSS LEDGER,
SINGLE BOLT, FOR FLOOR SHEATHING SUPPORT

5/8" DIA ANCHOR BOLT / 24" O.C.
LEDGER CAN BE PLACED
VERTICALLY AT ANY PLAN
HEIGHT WHEN AB ARE
ALIGNED WITH VERTICAL
CONCRETE CORES AND NEED
NOT ALIGN WITH HORIZONTAL
CORES AS DEPICTED

5/8"  DIA ANCHOR
BOLT (MIN) WITH
MINIMUM
EMBEDMENT OF 4"
FROM INTERIOR
SIDE OF INSULATED
FORM IN EACH HOLE

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

T.O 2X12 FLOOR LEDGER,
PARALLEL TO FLOOR TRUSSES

EXTERIOR INTERIOR
INTERIOR
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SECTION ELEVATION

3X12 FLOOR TRUSS LEDGER
SINGLE STAGGERED BOLT

ANCHOR BOLT / 12" O.C./8" ICCF
LEDGER CAN BE PLACED
VERTICALLY AT ANY
PLAN HEIGHT WHEN AB
ARE ALIGNED WITH
VERTICAL CONCRETE
CORES AND NEED NOT
ALIGN WITH HORIZONTAL
CORES AS DEPICTED

STAGGER PLACEMENT OF
EACH AB WITHIN 6" HOLE TO
MINIMIZE GENERATING
CRACKS IN LEDGER

MINIMUM BOLT HOLE
DISTANCE FROM ANY EDGE
OF LEDGER IS  2-1/2"

3/4"  DIA ANCHOR
BOLT (MIN) OR PER
DESIGN PLAN WITH
MINIMUM EMBEDMENT
OF 4" FROM INTERIOR
SIDE OF INSULATED
FORM IN EACH HOLE
@ 12" O.C.

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

T.O. 3X LEDGER

EXTERIOR INTERIOR
INTERIOR
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SECTION ELEVATION

3X12 WALK DECK JOIST LEDGER
SINGLE BOLT

5/8" DIA ANCHOR BOLT / 12" O.C.
LEDGER CAN BE PLACED
VERTICALLY AT ANY PLAN
HEIGHT WHEN AB ARE
ALIGNED WITH VERTICAL
CONCRETE CORES AND NEED
NOT ALIGN WITH HORIZONTAL
CORES AS DEPICTED

5/8"  DIA ANCHOR BOLT
(MIN) WITH MINIMUM
EMBEDMENT OF 4" FROM
INTERIOR SIDE OF
INSULATED FORM IN EACH
HOLE @ 12" O.C.
NOTE: AB'S MAY BE
STAGGERED AS DEPICTED
IN DETAIL ABOVE

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

& FINISHED FLOOR
T.O 3X WALK DECK LEDGER

EXTERIOR INTERIOR EXTERIOR

INTERIOR 2X12 FLOOR
LEDGER, PARALLEL TO
FLOOR TRUSSES

3X12 EXTERIOR WALK
DECK JOIST LEDGERIC
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CONTINUOUS 2X
PT TOP PLATE

SPRAY ROOF FOAM

STUCCO

STUCCO OVER
LATHE & RIGID
FOAM

END TRUSS

2X BLKNG,
CARRY OVER
MIN 3 TRUSSES

PARAPET OVERFRAMING-
ON PARALLEL ROOF
TRUSSES

2X10 DIMENSIONAL
LUMBER RAFTER
@ 24" O.C.

15/32" OSB
ROOF SHEATHING

ASPHALT SHINGLE

3
12

2X12 ROOF RAFTER
LEDGER,  SECURED
TO END FRAMING
WITH MIN 3-SDS 1/4
X 3 1/2" SCREWS @
24" O.C.

2X10 ROOF
RAFTERS, EA
SECURED TO LEDGER
BD W/ SIMP HANGER
LSSU28 @ 24" 0.C.

T.O. SHED ROOF RAFTERS

T.O 3X12
WALK DECK

LEDGER

2X12 INTERIOR
LEDGER, PARALLEL
TO TRUSSES

EXTERIOR 3X10
WALK DECK
JOIST LEDGER

2X12
DIMENSIONAL
LUMBER JOISTS, @
16" O.C.

5/4 DECK BD

SIMPSON
LUS210 JOIST
HANGER @ BOTH
ENDS @16" O.C.

SECTION

5/8"  DIA ANCHOR
BOLT (MIN) WITH
MINIMUM EMBEDMENT
OF 4" FROM INTERIOR
SIDE OF INSULATED
FORM IN EACH HOLE
@ 12" O.C.

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

EXTERIORINTERIOR

2X12 DIMENSIONAL
LUMBER RAFTER
@ 24" O.C.

15/32" OSB
ROOF SHEATHING

ASPHALT ROLL
ROOFING

2X12 ROOF RAFTERS,
EA  SECURED TO
LEDGER BD W/ SIMP
HANGER LSSU28 @
24" 0.C.

FLASHING

SECTION ELEVATION

3X12 LEDGER
SINGLE STAGGERED BOLT

5/8" DIA ANCHOR BOLT / 12" O.C./10" ASY ICCF
LEDGER CAN BE PLACED
VERTICALLY AT ANY
PLAN HEIGHT WHEN AB
ARE ALIGNED WITH
VERTICAL CONCRETE
CORES AND NEED NOT
ALIGN WITH HORIZONTAL
CORES AS DEPICTED

STAGGER PLACEMENT OF
EACH AB WITHIN 6" HOLE TO
MINIMIZE GENERATING
CRACKS IN LEDGER

MINIMUM BOLT HOLE
DISTANCE FROM ANY EDGE
OF LEDGER IS  2-1/2"

5/8"  DIA ANCHOR
BOLT (MIN) WITH
MINIMUM EMBEDMENT
OF 4" FROM INTERIOR
SIDE OF INSULATED
FORM IN EACH HOLE
@ 12" O.C.

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

T.O. 3X LEDGER

EXTERIORINTERIOR
EXTERIOR
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SECTION ELEVATION

3X12 LEDGER
5/8" DIA ANCHOR BOLT

12" O.C. LEDGER CAN BE PLACED
VERTICALLY AT ANY PLAN
WALL HEIGHT WHEN AB'S ARE
ALIGNED WITH VERTICAL
CONCRETE CORES AND NEED
NOT ALIGN WITH HORIZONTAL
CORES AS DEPICTED

MINIMUM BOLT HOLE
DISTANCE FROM ANY EDGE
OF LEDGER IS  2-1/2"

5/8"  DIA ANCHOR
BOLT (MIN) WITH
MINIMUM EMBEDMENT
OF 4" FROM INTERIOR
SIDE OF INSULATED
FORM IN EACH HOLE
@ 12" O.C.

6" DIA HOLE CUT
THROUGH FORM IN
ALIGNMENT WITH
EACH VERT CORE

VERT AND HORIZ
REBAR PLACED
PER PLAN

T.O. 3X LEDGER

EXTERIORINTERIOR
EXTERIOR
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TYPICAL ICCF
LEDGER DETAILS

SCALE:  3/4" = 1'-0"9 8" ICCF INTERIOR WALL SECTION DETAIL

SCALE:  3/4" = 1'-0"7 LEDGER - DOUBLE TOP CHORD BRG/OW TRUSS

SCALE:  3/4" = 1'-0"6 LEDGER - SINGLE BOLT LEDGER DETAIL/24" O.C.

SCALE:  3/4" = 1'-0"8 LEDGER TO PARALLEL FLOOR TRUSS

SCALE:  3/4" = 1'-0"5 LEDGER-SECTION & ELEV-PARALLEL TO TRUSS

SCALE:  3/4" = 1'-0"2 LEDGER-SECTION & ELEV-TRUSS SUPPORT

SCALE:  3/4" = 1'-0"3 LEDGER SECTION - WALK DECK
SCALE:  3/4" = 1'-0"10 SHED ROOF ATTACHMENT ON PARALLEL WALL

SCALE:  3/4" = 1'-0"12 WALK DECK LEDGER-JOIST HANGER

SCALE:  3/4" = 1'-0"11 LEDGER FOR RAFTER- SECTION

SCALE:  3/4" = 1'-0"4 LEDGER-SECTION & ELEV - STAGGERED BOLT SUPPORT

SCALE:  3/4" = 1'-0"1 LEDGER-SECTION & ELEV - 12" O.C. BOLT SUPPORT
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